PWPPAL1T

Puente Portico Manual de

Aluminio Regulable y Desarmable
de 1 Ton

Caracteristicas Esenciales

e Fabricado en Aluminio ligero 60/61. Peso 325 Ibs. (148 kg)

e Altura regulable de 7 a 12 Pies ( 2 a 3,7 metros ) y Luz fija de 12
pies (3,7 metros)

e Desarmable y facil de transportar y montar

e Made in USA

¢ 3 Afos de Garantia, Servicio y Atencidn al Cliente en Mexico

Especificaciones Técnicas
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PWPPAL1T

Total Height (ft) 7-12 7-12 7-12 Upon Request
Altura Total (m) 2-37 2-37 2-37 Bajo Pedido
Total Length (ft) 12 12 12 Upon Request
Ancho Total (m) 3.7 3.7 3.7 Bajo Pedido
Load Capacity (Ib) 2000 4000 6000 11000
Capacidad de Carga (kg) 1000 2000 3000 5000

Net Weight (Ib) 225 270 325 TBA
Peso Neto (Kg) 102 122 147 TBA

Warranty: 3 Year / Certification valid for 1 year / 10 Year Parts and Service Availability
Garantia: 3 Afios / Certificacion valida por 1 afio / 10 Afios disponibilidad de piezas y servicio

« Easily and fast di led intoa pact unit for storage and mobility.
« Made with 60/61 aluminum light weight.
« Each A frame weighs only 118 pounds (53 kg) with 6 inch casters installed making

it easily to set up, take down, port. Fits into el s or through roof hatches.

<Al dard models are adjustable from 7-12 foot (2 - 3,7 m) in heightand a 12 foot
(3,7 m) | beam with adj ttings allowing the user to reduce the span.

« Bolt together design allows for replacement and removal of every part of the crane
individually.

« Other sizes custom built upon request.

« Made in USA

Peso & Dimensiones

Peso Total 330 Ibs / 150 Kg

Referential Images / Imagenes Referenciales
Specifications may change without notice / las especificaciones pueden cambiar sin previo aviso
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