PWQMC3T

Carro cadena 3 Toneladas

Caracteristicas Esenciales

¢ 3 Afios de Garantia, Servicio y Atencién al Cliente en Mexico

Especificaciones Técnicas

Capacidad de Carga 6600 Ib /3000 kg Numero de Velocidades 1 Speed
Factor de Disefio 5:1 Rango de ancho de la Viga 3~6in/82~153 mm
Radio Minimo de Giro 3.3ft/1.5m Garantia 3 Year

PWQMCO5T | PWQMCLT PWQMC3T PWQMCST PWQMCIOT | PWQMC20T

9.8in /250 mm 10.2in /260 mm 13in /330 mm 14.6in /370 mm 15.7in / 400 mm 16.9in /430 mm

Dimensions / B 7.7in /195 mm 8.3in/210 mm 11.8in /300 mm 13.7in /334.5 mm 18.1in /460 mm 22.8in /580 mm
Dimensiones [¢] 7.1in/180mm  7.9in/200 mm 9in/228.5 mm 13.7in/334.5 mm 19.3in/490 mm  19.7in /500 mm
H 3.5in/90 mm 3.7in/95 mm 5.5in /140 mm 6.7in /170 mm 10.8in /275 mm 11in /280 mm
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Specifications may change without notice / las especificaciones pueden cambiar sin previo aviso
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